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Stem Assembly (Figures 1 & 2) 
Component Parts 

A 8-32 Screw (2) 
B Top Assembly 
C Bottom Assembly 
D Fixture Pipe 
E Fixture Coupling 

 
1. Carefully unpack the fixture from the carton. 
2. Remove two 8-32 screws (A) from top assembly (B) to separate from bottom assembly (C).  Place bottom assembly 

(C) and two 8-32 screws (A) to the side for later use. 
3. Carefully thread fixture pipe (D), threaded end first, over fixture wires. 
4. Apply a drop of the supplied thread locking compound to the internal threads of the fixture coupling (E) and screw 

stem into fixture, being careful not to twist the wires. 
Note: Application of the thread locking compound is necessary to prevent the stem from loosening during regular 
maintenance and cleaning of the fixture. Be certain to apply the compound. 

5. See instructions below to complete the installation. 

 

 

 

 

 

 

 

 

 

 

 

 

(continued) 

(Figure 2) 

CAUTION: FAILURE TO INSTALL THIS FIXTURE PROPERLY MAY RESULT IN SERIOUS PERSONAL 
INJURY OR DEATH AND PROPERTY DAMAGE. We recommend installation by a licensed electrician. 
This product must be installed in accordance with applicable installation code(s), by a person familiar with the 
construction and operation of the product and the hazards involved.* 
Caution: Do not exceed maximum wattage noted on fixture. Use only recommended bulbs with fixture. 

(Figure 1) 
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Prepare the Canopy (Figure 3) 

Component Parts  

F Jam Nuts (2) 
G Crossbar 
H Threaded Nipple 
I Canopy 
J Canopy Ring 
K Coupling 
L Canopy Pipe 

 
Caution: Be sure power is off at the main breaker box prior to installation. 
1. Thread Jam Nuts (F) and Crossbar (G) onto threaded nipple (H) leave both 

parts loose. 
2. Using two machine screws (not provided), temporarily fasten the crossbar (G) 

to the electric box.  Note: A new electric box comes with screws. When 
replacing a fixture, retain the existing screws for use with the new fixture. 

3. Adjust the length of Threaded Nipple (H) in crossbar (G) so that Canopy Ring 
(J) will hold Canopy (F) against the ceiling with no threads showing for best 
appearance. When the correct adjustment is established, tighten Jam Nuts (F) 
against crossbar (G) to hold the adjustment. 

4. Remove the crossbar and stem from the electrical box and proceed with the  
assembly instructions. 

Complete Assembly and Install (Figures 4 & 5, next page) 
Component Parts 

D Fixture Pipe 
F Jam Nut 
G Crossbar 
H Threaded Nipple 
I Canopy 

J Canopy Ring 
L Canopy Pipe 
M Plastic Clutch Sleeve 
N Clutch 
O Set Screw 

 
Caution: Be sure power is off at the main breaker box prior to installation. 

1. Thread crossbar (G) onto threaded nipple (H) until tight against jam nuts (F). 
2. Unscrew the clutch (N) from the canopy pipe (L); slide it across the wires and onto the fixture pipe (D). Follow this 

with the plastic clutch sleeve (M), oriented so the tapered end of the clutch sleeve nests in the clutch (Figure 4). 
3. Thread wires from the fixture pipe (D) through the canopy pipe (L). 
4. Slide the canopy pipe (L) as far as necessary to give you the total length of the fixture which you desire. Be careful 

not to scratch the pipe surfaces and to pull excess wire up through the canopy pipe (L). There must be a minimum 1-
1/2" of inner pipe inside the outer pipe. Screw clutch (N) onto canopy pipe and hand-tighten the clutch to 
temporarily hold this adjustment. The clutch is not securely fastened at this point; do not depend on it to hold the 
fixture.  Important: To ensure full connection strength, be sure the tapered end of the plastic clutch sleeve is 
oriented toward the clutch when assembled and securely tighten set screw (Figure 4). 

5. Using two machine screws (not provided), fasten the crossbar to the electric box. 
Note: A new electric box comes with screws. When replacing a fixture, retain the existing screws for use with the 
new fixture. 

 
(continued) 

(Figure 3) 
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6. Using suitable wire connectors (not provided), connect fixture wires to supply wires (white to white or ribbed side 

of the fixture cord, black to black or smooth side, and bare copper to bare copper or green supply). Push wires 
back into outlet box. 
Caution: Make sure wire connectors are twisted on securely, and no bare wire is exposed. 

7. Slide fixture canopy (I) against ceiling, and secure with canopy ring (J). 
8. Refer to instructions following to install glass. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

(continued) 

(Figure 4) 

(Figure 5) 
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To Assemble Glass or Screen Option (Figures 6 & 7) 
Component Parts 

C Bottom Assembly 
P Tube Assembly 
Q 6-32 Screws (4) 
R Screen 
S Glass Tube 
T Retainer 
U Flat Head Screws (3) 

 
1. Remove tube assembly (P) from bottom assembly (C) by removing four 6-32 

screws (Q) and separating tube assembly (P) from retainer (T). Set all parts to 
the side for later use (Figure 6). 

2. Remove flat head screws (U) from tube assembly (P) and set aside for later use. 
3. Thread screws (U) through either screen (R) or glass tube (S) depending on 

option purchased and into tube assembly (P). 
4. Tighten the three screws (U) equally into tube assembly so that screen or glass 

is centered. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(continued) 

(Figure 6) 

(Figure 7) 
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To Assemble Bottom (Figure 8) 
Component Parts 

A Bottom Assembly 
P Tube Assembly 
Q 6-32 Screws (4) 
T Retainer 

 
1. Slip 6-32 screw (Q) through retainer (T) and bottom assembly (C).  Thread screws (Q) 

into tube assembly (P) and tighten with supplied Allen wrench. 
 
 
 
 
 
To Install Glass or Screen Option & Bulb (Figure 9) 
Component Parts 

A 8-32 Screw (2) 
B Top Assembly 
C Bottom Assembly 
 
1. Install light bulb (not included). 
2. Install 8-32 screw (A) through top assembly (B) and thread into bottom assembly 

(C).  To replace bulb the two 8-32 (A) screws are removed to separate bottom 
assembly from top assembly. 

3. Restore electricity at main breaker. 
 
 

 

 

 

 

 
 
If you need further assistance, or find that you are missing any parts, please contact the 
dealer from which you purchased this product.  We hope you enjoy your fixture! 
 
 
* Hubbardton Forge will not be liable for injury or damage caused by improper installation, 
lamping or use of this fixture. 

(Figure 8) 

(Figure 9) 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata pogodnih za pouzdani prikaz i ispis poslovnih dokumenata koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


